
At present, people are concerned about the aesthetics of their furniture, not only 
hoping for functionality and durability, but also finish in perfect condition. Coating 
the edge of the board with decorative foils has provided us with this much desired 
harmony in our home.

The edge banding of furniture boards is done with a variety of different materials, 
which means that the adhesives used have a great versatility to offer good 
adhesions on all these materials.

Neoflex PUR adhesives for edge banding are applied on a variety of surfaces with 
excellent results, always meeting the highest quality standards. The application of 
the appropriate primer is fundamental to guarantee the desired result.

ADHESIVES FOR EDGE BANDING 
PUR



Neotherm PU 3414 is a recommended adhesive for most edging processes, as it offers 
excellent performance and great resistance to the temperature of finished products, 
compared to traditional hotmelt adhesives for edging.

Edge banding

PUR ADHESIVES 

PUR 2904 2904 BLANCO

Viscosity

Processing 
temperature (°C)

120 - 160 120 - 160
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100.000 aprox. 

50.000 ± 10.000

Special properties

Application

3414 BLANCO

120 - 160 

3027

200.000 aprox 

60.000 ± 10.000 

3414

120 - 160 

PUR adhesives have two different curing processes:

• Firstly, there is a physical process of change of state from liquid to solid, by 
cooling,  that  provides  the initial cohesion.

• Then,  there  is  a  chemical reaction with  moisture,  which gives  the product 
high  resistance to temperature  and  extreme environmental conditions.

(mPas/120°C) 

(mPas/140°C) 

100.000 aprox. 

50.000 ± 10.000

100.000 aprox. 

50.000 ± 10.000

100.000 aprox 

50.000 ± 10.000

High initial cohesion. Short open time

2691

110 - 160

80.000 aprox. 

60.000 ± 10.000

High initial 
cohesion. Very 
short open time.

Extremely short open 
time. Very good 
application

Sealant for tops

Aluminium edges. 
Adequated for high 
speed of the line and 
extreme conditions. 

Standard edge banding, specific for standard 
production lines.

White White

140 - 170

PRIMER 2694

215 ± 35 (20°C) 

-

Primer for PVC 
corners

-
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